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Connector & Lugs.

Crimp Connectors (Links):
• AK:

Aluminium Links - Stranded Cables

• CK:
Copper Links - Stranded Cables

• CKB:
Copper Links - Barriered - Stranded Cables

• CKR:
Copper Reducing Links - Stranded Cables

• BK:
Bi Metallic Links - Stranded Cables

• AKS:
Aluminium Solid Sector Links - (3 Core 120 & 4 Core 90) 

Mechanical Shear Bolt Connectors: 
• BTC:

Brass Tunnel Connector - Screen Connections

• CNE-BCNE:
Screen Wire Connector - Wavecon Cables - up to 1kV

• UET:
Aluminium End Termination - up to 1kV

• UST:
Aluminium Straight Joint Connector - up to 1kV

• USTSBS/SBD:
Aluminium Straight Joint Connector with Service Branch - up to 1kV

• HVSTM:
Straight Joint Connector - up to 11kV (Aluminium or Copper Cables)

• SBA:
Straight Joint Connector - up to 11kV (Aluminium or Copper Cables)

• VST-VPT:
Straight Joint Connector - up to 11kV (Aluminium or Copper Cables)

• BSM:
Straight Joint Connector - up to 36kV (Aluminium or Copper Cables)

• VSTA:
Straight Joint Connector - up to 36kV (Aluminium or Copper Cables)

Crimp Lugs: 
• AG:

Aluminium Crimp Lugs

• CG:
Copper Crimp Lugs

• SEG:
Sealed Copper Long Barrel Crimp Lugs

• BG:
Bi-Mettalic Crimp Lug

• AGS/I:
Sector Lugs - Aluminium - (3 Core 120 and 4 Core 90) - up to 1kV

• AG4HR:
Rotating Sector Lug - Aluminium (3 Core 120 and 4 Core 90) up to 1kV

Section 10:

Mechanical Shear Bolt Lugs:
• BET:

Brass End Termination - Screen Wires

• LVET:
Aluminium Sector Shaped End Termination - up to 1kV

• VCX1:
Bi-Mettalic End Termination - up to 1kV

• BLM:
Shear Bolt Lug - Copper and Aluminium cables - up to 36kV

• HVETM:
End Termination - up to 11kV

• VETA-VETB:
Aluminium End Termination with Inline Palm - up to 36kV

• VETB:
Brass End Termination - up to 36kV 

Mechanical Shear Bolt Branch
Connectors:
• UBR:

Aluminium Branch Joint Connector - up to 1kV

• UBRD:
Aluminium Double Branch Joint Connector - up to 1kV

• USB:
Aluminium Mains to Service Branch Connector - up to 1kV

• HVBRM:
Branch Joint Connector - up to 36kV- Solid or Split
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ALUMINIUM LUGS & LINKS

UNILINK ALUMINIUM

• Solid barrier  
• High conductivity Aluminium  

• Prefilled with jointing compound  
• Individually packed in sealed plastic bags

DESCRIPT. CAT NO. CONDUCTOR STRANDING DIMENSIONS CRIMPING
AREA (mm2) METRIC A (mm)  B (mm) DIE

AK6 H15200 6 7/1.04 70 3.5

AK10 H15201 10 7/1.35 70 4.5

AK16 H15202 16 7/1.70 70 5.5

AK25 H15203 25 7/2.14 - 19/1.35 70 7.0

AK35 H15204 35 19/1.53 70 8.5

AK50 H15205 50 19/1.78 70 9.5

AK70 H15206 70 19/2.14 70 11.0

AK95 H15207 95 19/2.52 - 37/1.78 124 13.0

AK120 H15208 120 37/2.03 124 15.0

AK150 H15209 150 37/2.25 124 16.5

AK185 H15210 185 37/2.52 124 18.5

AK240 H15211 240 61/2.25 124 21.0

AK300 H15212 300 61/2.52 124 23.5

AK400 H15213 400 61/2.85 146 26.5

AK500 H15214 500 61/3.20 146 29.5

AK630 H15215 630 127/2.52 146 33.5

AK800 H15216 800 127/2.85 260 38.5

38-132AL

38-173AL
40-172AL

38-220AL 
40-220AL 

38-284AL
40-283AL

40-390AL

40-432AL

ELECTRICAL JOINTING COMPOUND

• Recommended for Aluminium connections  
• Zinc particles in H2397 penetrates oxide films that form on the Aluminium surface  

• Seals out air and moisture, therefore minimising oxidation or corrosion 
and maximising conductivity  • High melt point grease

CAT NO. NO. APPLICATION PART COLOUR TUBE SIZE

H2397 4C Conductive compound Zn KD Grey 325g
with zinc particles

Larger sizes available, subject to approved quantities.

38-90AL
2



6

COPPER CONDUCTOR TERMINATIONS

COPPER CRIMP LINKS

• Solid drawn copper tube  
• Centre dimples  • Ends reamed  

CONDUCTOR STRANDING DIMENSIONS                 CRIMPING
DESCRIPT. CAT NO. AREA METRIC mm NO. OF CRIMPS (TOOL NO.)

DIE
mm2 A I.D. 00 18 20 21 22 38A 40B

CK0.5 H1451 0.5 1/0.80 22 2.1 2 - - - - - -

CK02.5 H1467 2.5 7/0.67 22 2.5 2 - - - - - -

CK4 H1452 4 7/0.85 22 3.3 2 1 - - - - -

CK6 H1453 6 7/1.04 22 3.7 2 1 - 2 2 1 - 38-44CU

CK10 H1454 10 7/1.35 22 4.7 2 1 - 2 2 1 - 38-57CU

CK16 H1455 16 7/1.70 44 5.5 - 3 2 2 2 1 - 38-63CU

CK20 H1456 20 19/.044 44 6.3 - - 2 2 2 1 - 38-70CU

CK25 H1458 25 19/1.35 48 7.1 - - 2 2 2 1 - 38-77CU

CK35 H1488 35 19/1.53 48 8.4 - - 2 2 2 1 - 38-92CU

CK50 H1460 50 19/1.78 48 9.5 - - 2 2 2 1 - 38-104CU

CK70 H1461 70 19/2.14 51 11.0 - - 2 - 2 1 - 38-115CU

CK95 H1462 95 37/1.78 54 13.4 - - 2 - 2 1 1 38-142CU

CK120 H1492 120 37/2.03 65 15.5 - - - - 2 1 1 38-165CU

CK150 H1493* 150 37/2.25 65 16.3 - - - - - 2 1 38-183CU

CK185 H1494 185 37/2.52 65 18.4 - - - - - 2 1 38-200CU

CK240 H1495 240 61/2.25 89 21.2 - - - - - 3 1 38-231CU

CK300 H1496 300 61.2.52 89 23.8 - - - - - 3 1 38-260CU

CK400 H1470 400 61/2.85 89 26.8 - - - - - - 1 40-281CU

CK500 H1471 500 61/3.20 114 30.0 - - - - - - 1 40-310CU

CK630 H1499* 630 127/2.52 114 33.5 - - - - - - 2 40-370CU

CK800 H1474 800 127/2.85 230 39.3 - - - - - - 3 40-432CU

CK1000 H1475 1000 127/3.20 230 43.8 - - - - - - 3 40-480CU

All sizes of crimp links are compatible with imperial size cables except those marked*
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