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Section 1: Heat Shrink Tubing.

Thin Wall:
General Purpose Thin Wall Tubing - without adhesive (Black and Colours)
General Purpose Thin Wall Tubing - with Adhesive (Black)

General Purpose Dual Colour (Yellow Green Stripe) Thin Wall Tubing

Medium Wall:
General Purpose Medium Wall Tubing

Flexible Neoprene Elastomeric Medium Wall Tubing

Heavy Wall:
General Purpose Heavy Wall Tubing

High Ratio Recovery Extra Heavy Duty Tubing
Halogen Free/Nuclear:

General Purpose Thin Wall Tubing - without adhesive (Black and Colours)
General Purpose Thin Wall Tubing - with Adhesive (Black)

General Purpose Dual Colour (Yellow Green Stripe) Thin Wall Tubing

Raychem



Raychem

Thermofit RNF-100 thin-wall tubing is a
high-quality, heat-shrinkable product for a
wide variety of uses. It has become the
industry standard for insulation, strain
relief, wire bundling, and color-coding in
both commercial and military applica-
tions. RNF-100 tubing meets the require-
ments of MIL-1-23053/5, Class 1 (colors)
and Class 2 (clear).

* Flexible polyolefin
e Flame-retardant
e General-purpose

Thermofit RNF-100

Heat-shrinkable tubing

Made from flame-retardant polyolefin,
RNF-100 tubing has excellent physical,
chemical, and electrical properties that
meet industrial and military requirements
for highly reliable, general-purpose
tubing.

Only a few sizes of RNF-100 tubing
are required to cover many substrate
diameters.

Temperature rating

Minimum shrink temperature

121°C

Continuous operating temperature

—55°C to 135°C

Specifications™

Type Raychem Military Industry UL CSA
RNF-100 RT-350 Type 1 MIL-1-23053/5, Cl. 1 AMS 3636, E35586 LR-31929
Type 1 (colors) ASTM D3149, Type |

RNF-100 RT-350 Type 2 MIL-1-23053/5, CI. 2 AMS 3637,

Type 2 (clear)

ASTM D3149, Type Il

*When ordering, always specify latest issue.

Product dimensions (inches/millimeters)

T Expanded as supplied
i T e o
Inside diameter Wall thickness Inside diameter Wall thickness
D (min.) d (max.) w D (min.) d (max.) w
Expanded Recovered Recovered Expanded Recovered  Recovered
Size as supplied after heating after heating” Size as supplied after heating after heating”
3/64 .046 1.2 .023 0.6 .016 +£.003 .405+.075 3/4 750 191 375 9.5 .030 +.003 .765+.075
1/16  .063 1.6 .031 0.8 .017+.003 .425+.075 1 1.000 254 500 12.7 .035+.005 .885+.125
3/32 093 24 046 1.2 .020+.003 .505+.075 11/4 1.250 31.7 625 15.9 .040 £ .006 1.015+.155
1/8 125 32 062 16 .020+.003 .505+.075 11/2 1500 38.1 .750 19.1 .040 +.006 1.015+.155
3/16 187 4.7 093 24 .020 +.003 .505+.075 2 2.000 50.8 1.000 254 .045 + .007 1.140+.180
1/4 250 64 125 32 .025+.003 .635+.075 3 3.000 76.2 1.500 38.1 .050 +.008 1.265 +.205
3/8 375 95 187 4.8 .025+.003 .635+.075 4 4.000 701.6 2.000 50.8 .055 +.009 1.395+.235
1/2 500 127 250 6.4 .025+.003 .635+.075 5 5.000 127.0 2.500 63.5 .060 +.009 1.525+.225
*Wall thickness will be less if tubing recovery is restricted during shrinkage.
Ordering information
Color Standard Black (all sizes); clear, white, red, blue, and yellow (3/64" through 3")
Nonstandard Clear, white, red, blue, and yellow (4" and 5");

green, brown, orange, violet, and gray (all sizes)

Size selection

Always order the largest size that will shrink snugly over the component to be covered.

Standard packaging

On spools or in 4' lengths




























