Ordering information

Raychem joint kits are available for plastic
insulated cables with or without armour for up
to 1 kV, with 2 to 5 cores and with conductor
cross-sections up to 300 mm?. Joints for larger
cross-sections and a full selection table are

available on request.

For further details on this or any other
Raychem products please contact your local

sales engineer,

All of the above information, including drawings. illustrations and graphic designs, reflects our present understanding and is to the best of our knowledge and belief correct and reliable. Users, however. should
independently evaluate the suitability of each product for the desired application. Under no cirumstances does this constitute an assurance of any particular quality or performance. Such an assurance is only
provided in the context of our product specifications or explicit contractual arrangements. Our liability for this product is set forth in our standard terms and conditions of sale.
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Raychem Inline Joints
For plastic and rubber insulated cables up to 1 kV

For plastic insulated multi core control cables

Seléction Table
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RAYCHEM INLINE JOINTS FOR PLASTIC INSULATED CABLES UP TO IKV

SINGLE CORE CABLES
SINGLE INSULATED
DOUBLE INSULATED

Size of Cable Core Connector
Conductor Insulation Dia Length Kit
(mm?) Min Dia (mm) Max (mm) Max (mm) Number
1.0-2.5 2.9 6 25 St
4-10 4 11 70 S2
16 -35 6 16 70 S3
50 - 95 9 25 130 S4
120 - 150 12 30 130 S5
185 - 300 16 40 150 S6
400 - 630 22 50 170 S7

MULTI CORE CABLES

WITHOUT ARMOURS
WITH/WITHOUT ECC ‘
ECC eth Lopper Conduetor)
Size of Nominal Connector
Conductor Number Cable O.D. Dia Length Kit
(mm?) of Cores Min (mm) Max (mm) Max (mm) Number
1.5-6 2-3-4 9 10 35  Ausr- M1
10-16 2-3-4 12 11 50 M2
16-35  2-3-4 16 16 70 M3
50-70 3-4 22 25 110 M4
95 -150 3-4 30 35 130 M5
3-4 40 45 150 M6

185 - 300

MULTI CORE CABLES
WITH STEEL WIRE ARMOURS

WITH/WITHOUT ECC
Size of Nominal Connector
Conductor Number Cable O.D. Dia Length Kit
(mm?) of Cores Min (mm) Max (mm) Max (mm) Number
1.5-6 2-3-4 9 10 35 Aosr M1
10-16 2-3-4 12 11 50 M2
16-35 2-3-4 16 16 70 M3
50-70 3-4 30 25 110 MA7
95 -120 3-4 34 35 130 MAS8 o
150 - 185 3-4 40 35 130 MA9
240 - 300 3-4 50 45 150 MA10




ECKJ CONTROL CABLE JOINTS /e XAGCA + ATOM >
PLASTIC CABLES - 1.0 - 2.5mm® -

MULTI CORE WITH ARMOURS

Diameter
over Overall
Number Inner sheath Diameter
of Cores min — max min — max Kit
mm - mm mm - mm Number
4-7 9-15 14 -23 ECKJ 0017
8-14 10-18 15-26 ECKJ 0018
15-21 18 - 26 24 - 35 ECKJ 0019
22 -40 23 -36 30-45 ECKJ 0020
41-75 32 -44 39 -55 ECKJ 0021

MULTI CORE WITHOUT ARMOURS

éf XACA fﬂfum)

Overall
Number Diameter
of Cores min — max Kit
mm - mm Number
4-7 9-19 ECKJ 0266
8-14 12-22 ECKJ 0267
15-21 16 - 27 ECKJ 0268
22 - 40 22-35 ECKJ 0269
41 -75 26 -44 ECKJ 0270
76 - 100 26 - 60 ECKJ 0271

For Multi-Pair cables. Please contact your local Raychem Distributor
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Raychem heat-shrinkable materials
have been widely used to insulate,
seal and mechanically protect power
cables since the 1960’s. The reliability
and simplicity of the heat-shrinkable
technique led our engineers, in close
collaboration with electrical utilities,
to develop a series of cable joints
based on these materials.

The Tyco Electronics Energy Division’s
system eliminates the heavy equip-
ment, compound pouring and delays
of traditional methods, and has pro-
ven to be a dependable, time-saving
and easy-to-install answer to cable
jointing problems.

Ease of installation

By shrinking clear insulating tubing
over the cores, the fitter is able to
protect the cable from moisture and
dirt right from the start of the jointing
procedure.

To insulate the connectors, heavy-wall
heat-shrinkable tubing is used. This
automatically ensures the necessary
wall thickness and allows the use of

various conductor jointing techniques.

Sealing

To keep cable impregnation in place
and water out, the functions of the
lead sheath are restored with an
adhesive-lined heat-shrinkable sleeve.
The heat and the shrinking action
cause the adhesive to melt and flow,
providing a high integrity durable
seal on the ends of the cable sheath.

Mechanical strength

A galvanized steel grid is used for
impact protection. This is flexible
enough to be easily wrapped round
the joint, but rigid when clamped
to the cable armour. The Raychem
Armarap joint case has been
developed and fully tested for
earth fault carrying capacity.

Raychem

EPKJ

Inline joints for MI/MIND paper
insulated cables up to 1 kV
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Performance

Raychem joints are designed and fully
tested to meet Raychem specification
PPS 3013, which encompasses the
requirements of the major national
standards and international norms.
Each joint covers a range of cable
sizes and is supplied in kit form
complete with illustrated installation
instructions.
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As the leader of heat-shrinkable
materials and one of the largest cable
accessory makers, Tyco Electronics
Energy Division makes a wide range
of cable jointing, terminating, insulat-
ing and sealing systems, supporting
them with customer training, service
and technical assistance to meet the
demands of the electricity supply
industry.




























































































































































