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Section 5: Medium Voltage Joints

\
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- up to 36kV.

Cold Applied:

Inline Joint for Polymeric Cables - up to 24kV
Heat Shrinkable:

Inline Joints for 3 Core Screened or Belted Paper cables and Transitions - up to 11kV
Inline Joints - Polymeric/MI/MIND Paper Cables / Transition - Selection Guide

Single and 3 Core Joints for Polymeric cables - 11kV up to 36kV
Single and 3 Core Joints for Polymeric and Paper cables - Selection Guide

Single Core and 3 Core Inline Joints for Polymeric Cable up to 36kV

Single Core and 3 Core Inline Joints for Polymeric Cable up to 36kV - Selection Guide
Airfield Lighting Joints - Screened (12kV) and Unscreened (7.2kV) Cables

Branch Joint for Single Core Polymeric Cables - up to 36kV

Live End Seals for Single Core Polymeric Cables - up to 24kV

GURO MV:
GUROFLEX Medium Voltage - Cold pour Insulating Compound
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TFJC

Cold applied, premoulded inline joint
for polymeric insulated cables

up to 24 kV

Features /
¢ The insulation of the premoulded é

joint body is made of a highly modi- W
fied silicone rubber characterised by
high electrical resistance, elongation
at break and non-flammability.

* The two component inner joint
follows a geometrical stress
grading design and includes an
electrical shielded connection
area (Faraday cage).

e Fully screened and submersible
joint for use with all types of
polymeric cables and conductors.

e Conductor connection with
mechanical or compression type
ferrules.

* The wide application range covers
cable cross sections of 35 to
300 mm?2 with two sizes only.

¢ The two component concept allows
for size transitions like 240 mm?2 at
one end and 35 mm?2 at the other
end.

¢ The outer joint is made of a rigid
tubing with flexible roll-on ends.

® The premoulded inline joint exceeds
CENELEC HD 629.1 S1 requirements
which includes BS, VDE and other
international specifications.

¢ Complete kits including ferrules

for mains and shielding wires
facilitates installation and storage
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