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Cable Glands & Duct Seals.

• CFTS:
Heatshrinkable Cable Feed Through Seal

• EAKT:
Metal Cable Glands for Polymeric and Paper Cables

• RDSS:
Rayflate - Inflatable Duct Seal - With or Without Cables

• RDSS-AD:
Rayflate - Duct Seal Adaptor - for use with RDSS in larger size ducts
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CFTS seals are heat-shrinkable molded
part for moisture-sealing applications
where cable enters enclosures, such as 
cabinets or connection boxes.

CFTS seals:
• Are suitable for environments that

have existing periodic pressure 
difference and/or temperature 
differential.

• Are precoated with a thermoplastic
adhesive that seals around the 
entering cable. The O-ring creates the
water/air seal at the cabinet entry.

• Utilize a rigid plastic that, when 
inserted through the cabinet wall, 
protects the entering cable from 
abrasion or cut-through.

CFTS
Cabinet feedthrough seals

Selection information  (dimensions in inches/millimeters)
B - Clearance

Cable diameter A - Length of (knockout)
Catalog number (min. – max.) molded part hole size
CFTS-1 0.20 – 0.40  (5–10) 2.75  (70) 1  (25)
CFTS-2 0.25 – 0.65  (6–17) 2.75  (70) 1  (25)
CFTS-3 0.55 – 1.00  (14–25) 3.75  (95) 1 3/8  (35)
CFTS-4 0.80 – 1.45  (20–37) 4.50  (114) 2  (51)
CFTS-5 1.45 – 2.40  (37–61) 7.00  (178) 3 1/2  (89)

Ordering information
1. Select the appropriate catalog number based on cable diameter.
2. CFTS is a three-part assembly: rigid plastic nut, elastomeric O-ring, and heat-

shrinkable molded part. 
3. CFTS molded parts are precoated with a thermoplastic adhesive.
4. Use CFTS with a maximum cabinet wall thickness of 0.20 in (5 mm).
5. Standard package: 5 kits/box.
6. Related test report: EDR-5212
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