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FULL TENSION SLEEVES – TYPE R

• Designed for full tension splices of overhead transmission lines  

• Suit conventional or smooth body conductors, ACSR, all aluminium and all aluminium alloy conductors 

• Centre barrier included  • Remove excess grease from steel core of ACSR cables  

• Do not use solvent • Conductor range O.D. measurements nominated 

have been determined on the basis of high ratio 

aluminium/steel conductor configuration  

• For high ratio steel/aluminium conductors 

refer to Utilux for recommendation

CAT NO.
CONDUCTOR LENGTH NOMINAL

RANGE O.D. mm A mm O.D

FT36R 6-8 344 16.5

FT44R 8-10 379 20.6

FT50R 10-12 470 20.6

FT61R 13-14.5 505 25.4

FT68R 14-16 530 25.4

JUMPER SPLICE SLEEVE

• Tubular aluminium alloy fittings  • Pre-packed with jointing compound  

• Individually packed in sealed plastic bags  

• Suitable for overhead non-tension jumpers

in commercial and industrial installations  

• Suitable for AAC, AAAC, ACSR and copper conductor  

• Use hexagonal or ident type of crimps  

• Centre barrier included

CAT NO.
CONDUCTOR CRIMPS PER END LENGTH NOMINAL

RANGE O.D. mm SERIES 5 SERIES 6 A mm O.D.

+JS36R 6-8 4 2 127 16.5

JS44R 8-10 4 2 165 20.6

JS50R 10-12 6 3 165 20.6

+JS58R 12-13.5 8 4 205 22.2

+JS61R 13-14.5 – 4 205 25.4

JS68R 14-16 – 4 205 25.4

JS80R 16.5-19.5 – 4 205 30.1

JS94R 20-23.5 – – 205 35

Refer Appendix A (Section 10/Page 109) for full list of cables and applicable product and crimp dies.

† Made to approved order quantities only.

Refer Appendix A (Section 10/Page 109) for full list of cables and applicable product and crimp dies.
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