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OVERHEAD SLEEVES & LUGS

NON TENSION SLEEVES

• Tubular aluminium alloy  • Pre-packed with jointing compound  

• Individually packed in sealed plastic bags  

• Suitable for overhead and underground joints 

in industrial and commercial installation  

• Suitable for AAC, AAAC and ACSR conductors  

• Use hexagonal or indent type of crimps  

• Centre barrier included

CAT NO.
CONDUCTOR LENGTH NOMINAL UC6

RANGE O.D. mm A mm O.D. VERSA

NT36 6-8 59 16.5 2

NT44 8-10 70 20.6 2

NT50 10-12 84 20.6 3

NT58 12-13.5 111 22.2 3

NT61 13-14.5 111 25.4 3

NT68 14-16 146 25.4 4

NT80 16.5-19.5 146 30.1 5

NT94 20-23.5 155 35 -

NT114 24.5-26.25 185 50 -

FULL TENSION SLEEVES – TYPE A

• Tubular aluminium alloy  • Pre-packed with jointing compound  

• Individually packed in sealed plastic bags  

• Use hexagonal or indent type of crimps  

• Designed for full tension splices of 

overhead transmission lines  

• Suits all aluminium conductors (AAC)  

• Centre barrier included

CAT NO.
CONDUCTOR LENGTH NOMINAL

RANGE O.D.mm A mm O.D.

FT36A 6-8 165 16.5

FT44A 8-10 165 20.6

FT50A 10-12 203 20.6

FT58A 12-13.5 203 22.2

FT61A 13-14.5 241 25.4

FT68A 14-16 279 25.4

FT80A 16.5-19.5 318 30.1

FT94A 20-21.75 387 35

FT114A 24.5-26.25 710 50

Refer Appendix A (Section 10/Page 109) for full list of cables and applicable product and crimp dies.

Refer Appendix A (Section 10/Page 109) for full list of cables and applicable product and crimp dies.


