
UNILUG FOR ALUMINIUM CABLES

• 99.9% pure high conductivity aluminium  

• Forged from solid AL billets  

• Solid palm, therefore eliminating the ingress of moisture  

• Pre-filled with joining compound  

• Individually packed in sealed plastic bags
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DESCRIPT. CAT NO.
CONDUCTOR STRANDING STUD DIMENSIONS  mm CRIMPING

AREA mm2 METRIC SIZE E A B C D F I.D. DIE

AG6MB H15100
6 7/1.04

MB
54 18 5 22 32 3.5

AG6M6 H15101 M6

AG10MB H15103
10 7/1.35

MB
65 22 5 22 32 4.5

AG10M6 H15104 M6

AG16MB H15106
16 7/1.70

MB
65 22 5 22 32 5.5

AG16M10 H15109 M10

AG25MB H15111
25

7/2.14 MB
65 22 5 22 32 7.0

AG25M10 H15114 19/1.35 M10

AG35MB H15116
35 19/1.53

MB
65 22 5 22 32 8.5

AG35M10 H15119 M10

AG50MB H15121
50 19/1.78

MB
73 26 8 28 32 9.5

AG50M10 H15124 M10

AG70MB H15126 MB

AG70M10 H15129 70 19/2.14 M10 73 26 8 28 32 11.0

AG70M12 H15130 M12

AG95MB H15131
19/2.52

MB

AG95M10 H15134 95
37/1.78

M10 80 30 10 35 32 13.0

AG95M12 H15135 M12

AG120MB H15136 MB

AG120M10 H15138 120 37/2.03 M10 80 30 10 35 32 15.0

AG120M12 H15139 M12

AG150MB H15141 MB

AG150M10 H15142
150 37/2.25

M10
90 36 11 36 30 16.5

AG150M12 H15143 M12

AG150M16 H15144 M16

AG185MB H15146 MB

AG185M12 H15147 185 37/2.52 M12 90 36 11 36 30 18.5

AG185M16 H15148 M16

AG240MB H15151 MB

AG240M12 H15153 240 61/2.25 M12 115 46 12 50 37 21.0

AG240M16 H15154 M16

AG300MB H15156 MB
115 46 12 50 41 23.5

AG300M12 H15159 300 61/2.52 M12

AG300M16 H15160 M16

AG400MB H15162 MB

AG400M12 H15165 400 61/2.85 M12 150 54 15 54 68 26.5

AG400M16 H15166 MB

AG500MB H15168 MB

AG500M12 H15171 500 61/3.20 M12 150 54 15 54 68 29.5

AG500M16 H15172 M16

AG630MB H15174
630 127/2.52

MB
159 60 15 60 68 33.5 40-432AL

AG630M16 H15176 M16

38-90AL

38-132AL

38-173AL

40-172AL

38-220AL

40-220AL

38-284AL

40-283AL

40-390AL

Stud size “MB” means blank palm.

800-1000mm2 tube Aluminium Crimp Lugs made to approved minimum order quantities only.

ALUMINIUM LUGS & LINKS


